Appl. No. 10/668,439 

Amdt. dated Jan. 31,2006 

Reply to Office action of Jan. 4, 2006 

Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1. (Currently Amended) A lift apparatus having quick attachments means for 

cooperating with attachment means on a vehicle having a support frame for readily 
mounting and dismounting the lift apparatus on and from the support frame of the 
vehicle, 

said lift apparatus frame including a mounting frame having front and rear ends, 
elongate upper and lower lift arms, means pivotally connecting one end of the lower 
lift arm to one end of the upper lift arm, means rotatably mounting the lower arm on 
the mounting frame, and operator bucket mounted on an end of the upper arm, a 
hydraulic piston and cylinder unit interconnecting the lift arms and being operable for 
raising and lowering the upper arm relative to the lower arm, 

a plurality of shiftable support member connected to the mounting frame and being 
shiftable between a support position, for supporting the lift apparatus in a dismounted 
condition, and a transport position when the apparatus is mounted on the support 
frame of a the vehicle, 

the cooperating quick attachment means including a pair of latch members on the 
mounting frame on opposite sides thereof adjacent the front end portion for 
engagement by a cooperating latch members on the front end portion of the support 
frame, 
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a pair of laterally spaced apart lock members on the mounting frame adjacent the rear 
end portion of the mounting frame for engaging cooperating lock engaging member 
on the support frame of the vehicle adjacent the rear end portion thereof when the lift 
apparatus is mounted on the vehicle. 

2. (Withdrawn) A dump body apparatus having quick attachment means for 
cooperating with attachment means on a vehicle for mounting and dismounting the 
apparatus on the support frame of the vehicle, 

said dump body apparatus including a mounting frame having front and rear ends, a 
dump box of generally rectangular configuration including a floor, upstanding side 
walls, a front wall, and a tail gate hingedly connected to the dump box at the rear end 
portion thereof, means hingedly connecting the dump box adjacent its rear end 
portion to the rear end portion of the mounting frame, a hydraulic piston and cylinder 
unit interconnecting the mounting frame and dump box for raising and lowering the 
front end portion of the dump box, 

a plurality of shiftable support members connected to the mounting frame and being 
shiftable between a support position, for supporting the dump box in a dismounted 
condition spaced above a support surface, and a transport position when the dump 
body apparatus is mounted on the support frame of a vehicle, 

the cooperating quick attachment means including a pair of latch engaging members 
on the mounting frame on opposite sides thereof adjacent the front end portion of the 
support frame for engagement by cooperating latch members on the front end portion 
of the support frame, 
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a pair of laterally spaced apart lock members on the mounting frame adjacent the rear 
end portion of the mounting frame for engaging cooperating lock engaging members 
on the support frame of the vehicle adjacent the rear end portion thereof when the 
dump body apparatus is mounted on the vehicle. 

3. (Original) The lift apparatus as defined in claim 1 wherein said lock members 
comprise hooks and the cooperating lock engaging members on the vehicle support 
frame comprise pins. 

4. (Original) The lift apparatus as defined in claim 1 wherein the latch members on 
the mounting frame comprise hooks and the cooperating latch members on the 
vehicle support frame comprise over center latch elements. 

5. (Original) The lift apparatus as defined in claim 1 wherein saidshiftable support j 
members comprise a pair of power driven vertical jacks secured to the mounting 
frame adjacent the front end thereof, said jacks being vertically extensible and 
retractable for movement between a lowered support position and a raised transport 
position. 

6. (Currently Amended) The lift apparatus as defined in claim 5 and wherein a rear 
vertically adjustable support leg is mounted on the mounting frame adjacent the rear 
center portion of the mounting frame. 

7. (Original) The lift apparatus as defined in claim 3 wherein the locking hook 
members are engaged by the locking pins on the vehicle frame when the vehicle is 
moved rearwardly beneath the mounting frame for mounting the lift apparatus on the 
mounting frame. 
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8. (Withdrawn) The dump body apparatus as defined in claim 2 wherein said 
support members comprise a plurality of L-shaped legs moveable between a 
horizontal transport position and vertical support position. 

9. (Withdrawn) The dump body apparatus as defined in claim 2 wherein the lock 
members comprise hooks and the cooperating lock engaging members comprise pins. 

10. (Withdrawn) The dump body apparatus as defined in claim 2 wherein the latch 
members on the mounting frame comprise hooks and the cooperating latch members 
on the vehicle support frame comprise over-center latch elements. 

11. (Withdrawn) A utility apparatus having quick attachments means for cooperating 
with attachments means on a support frame of a vehicle for readily mounting and 
dismounting the utility apparatus on the support frame of a vehicle, the utility 
apparatus selected from the group consisting of lift apparatus and dump body 
apparatus, 

said utility apparatus including a mounting frame having front and rear ends, 

a plurality of shiftable support members connected to the mounting frame and being 
shiftable between a support position and a transport position, said support members 
when in the support position supporting the utility apparatus in free standing 
condition above a support surface, said support members being in a transport position 
when utility apparatus is securely mounted on a vehicle support frame and being 
elevated from the support position, 

the cooperating quick attachment means including a pair of latch engaging members 
on the mounting frame on opposite sides thereof adjacent the front end portion of 
support frame, 
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a pair of laterally spaced apart lock members on the mounting frame adjacent the rear end 
portion of the mounting frame for engaging cooperating lock engaging members on the 
support frame of the vehicle adjacent the rear end portion when the utility apparatus is 
mounted on the vehicle. 


9 


